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       SHIELDED                NOT SHIELDED

    1 5 mm                      1 10 mm

12  30 VDC  (-15/+10%)

 10%

Depending on the sensing distance

200 mA

  20 mA

 1.8 V (I = 100 mA)

Yellow

Trimmer 9 turns

10 Hz

 100 ms

 5%

Present

Against polarity reversal - inductive loads

- 25  +70 C

IP 67

2 m

4 x 0.25 mm2

Nickel-plated brass

160 g

120 g

NOMINAL SWITCHING DISTANCE (Sn)

NOMINAL VOLTAGE

RESIDUAL RIPPLE

HYSTERESIS

MAX. CURRENT OUTPUT

ABSORPTION AT 24 VDC

VOLTAGE DROP (Sensor ON)

OPERATION LED

SENSITIVITY ADJUSTMENT

SWITCHING FREQUENCY

START UP DELAY

REPEATABILITY (at even temperature)

SHORT CIRCUIT PROTECTION

ELECTRIC PROTECTIONS

TEMPERATURE LIMITS

PROTECTION DEGREE

CABLE LENGTH

CABLE SECTION

HOUSING MATERIAL

WEIGHT - cable output -

WEIGHT - K2 connector output -

(1) Device marking      II 3D IP67 T6X.

For the latest updated specifications see 
our web site: www.infrainternational.com
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